
Essential Oil Carousel 
This unit is made of an upper and lower unit. The two are 
made individually, glued together and rotate as one unit. 

The final dimensions of the two are as follows: Lower unit is 
10 ¼” dia x 1 ½” thick; The upper unit is 7 ¼” dia x 1 ½” 
thick. 

All holes are 1 1/8” in diameter and 5/8” deep to 
accommodate 1.5 ml essential oil bottles. 

What you’ll need; 

 2.7 board feet (BF) of wood (1 BF = 12” x 12” x 1”)
-  2 pcs 11” x 11” x ¾” 

-  2 pcs  8” x 8” x ¾” 

   1)  9” Lazy Susan or  4” Lazy Susan – your choice 

 1 1/8” Forsner bit or 1 1/8” spade bit

 Compass, or something to layout circles

 Ruler / measuring tape

 Band saw or Jig saw

 Sand paper

Optional:  
Random orbital sander 
Router or router table & 1/8” round over bit 
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 Cut 2 boards 11” x 11” and 2   boards 8” x 8”

 Glue them together to form a board  11” x 11” x 1 ½” thick and
one 8” x 8” x 1 ½” thick 

 Layout a circle 10 ¼” in diameter on the 11” x 11” unit; and a 7
¼” diameter circle on the 8” x 8” piece.

 Cut each circle out using the method of you choice, i.e. jig
saw, band saw etc. leaving the line.

 Sand each piece to the layout line using disc sander. Belt
sander, etc.

 Using the templates layout the position of each center point
using a punch – awl etc. to mark the starting drilling point for
each bottle cavity.

 Each bottle location is 1 1/8” in diameter.  Using your 1 1/8”
diameter drill bit, drill each bottle location 5/8” deep.  If you stay
with this write up and pattern there will be 18 locations on the
larger disc and 14 locations on the smaller disc, for a total
capacity of 32 essential oil bottles.

  Viewing the video and following these steps should assist you in 
 building your Essential Oil Carousel.   The YouTube video can be 
 seen at www.youtube.com/c/lynnlaceyLLWW  

http://www.youtube.com/c/lynnlaceyLLWW
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7. Sand each unit to your satisfaction

8. Using a 1/8” round over bit; round over the outer edge of both
the small and large disc.  This can done in a router table or 
using a hand router.  NOTE: This can also be accomplished by 
hand using sandpaper. 

9. Using the same 1/8” round over bit in a hand router; carefully
round over the inside edge of each bottle cavity. This also can 
be accomplished by hand. 

10. Glue the two units together, being careful to center the upper
unit with the lower and  orient the grain so that they run in 
the same direction.   Clamp and allow to dry 

11. Apply the finish of your choice. Amber shellac was used in this
build but polyurethane will also be an excellent choice. 

12. Install the lazy Susan mechanism  to the lower unit and
enjoy your handy work.  This build used a 9” diameter Lazy 
Susan. 
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